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No Backlight No Backlight

Light Pollution Reduction Technology

    

WARP9 LED exceeds Illuminating Engineering Society and International 
Dark Sky Association full cutoff requirements for applications where 
light pollution or light trespass may be a concern.  WARP9 LED's unique 
optical system and smooth flat glass lens produces full cutoff with zero 
light above 90° contributing to the enjoyment of celestial visibility at 
night for future generations.

WARP9 LED with the IDA Fixture Seal of Approval™ meets full cutoff 
regulations in any jurisdiction. 

The Future of Dark Sky Compliance

KIM LIGHTING 12

The IDA Fixture Seal of Approval is a trademark owned by the International Dark-Sky Association.



       

Standard die-cast latches are optical cavity and electrical 
cavity provided with a captive 10-32 stainless steel flat 
socket-head screw to prevent unauthorized opening. 
Required only for vandal protection in locations where 
fixtures may be reached by unauthorized persons.

Optional Tamper-Resistant 
Latches:

9

Replaces standard mounting arm with a slipfitter for mounting 
to a horizontal pole davit-arm with 2" pipe-size mounting end 
(2 C " O.D.).  Provides ±5° vertical fixture adjustment.

Optional Horizontal  
Slipfitter Mount:

10

Optional Photocell:7 Cat. No.:    A-25
                Receptacle

                A-30 - A-35
                Button
   

Two types of photocell controls are available. A receptacle 
for a NEMA base photocell (by others) is located above the 
electrical compartment.  Also available is an internal photocell 
with a button sensor on the left side of the fixture. For all 
multiple-fixture pole mountings with two or three fixtures, 
one fixture has a receptacle to operate the others. 

Button

Receptacle

Optional Lexan® Flat
Non-Yellowing Lens:

8 One-piece non-yellowing flat advanced polymer (Lexan® from 
GE Advanced Materials) replaces standard tempered glass lens.

CAUTION: Use only when risk of vandalism is anticipated to 
be high. For LED use only.

Tamper-Resistant 
Latch

Cat. No.:    TL

Cat. No.:    HSF

Slipfitter

11

Cat. No.:   LS

Lexan® Lens

WARP9 LED Ordering Information
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See Kim Arms and Poles Selection Guide for a complete selection of round and square poles in 
aluminum and steel.

Kim Lighting is working with several driver suppliers and control system manufacturers to develop a variety 
of proven turnkey solutions to meet any application's need. Kim Lighting will advise availability of complete 
control packages, and even two-way monitoring systems, once they have been tested and exceed Kim's 
high quality standards. 

Poles:

Dimming Controls:
Contact factory for further 
details and current capabilities.

12

14 Optional Vertical 
Slipfitter Mounts:

13

Cat. No.:    
VSF-1SA
VSF-2SB
VSF-2SL
VSF-3ST 
VSF-3SY
VSF-4SC

Cat. No.:    
SVSF-1SA
SVSF-2SB
SVSF-2SL 
SVSF-3ST        
--------------
SVSF-4SC

Mounting Configuration
1SA - Single arm mount
2SB	 -	 2 at 180°
2SL	 -	 2 at 90°
3ST	-	 3 at 90°
3SY	-	 3 at 120°
45	 -	 4 at 90°

Allows standard fixture and 
arm to be mounted to poles 
having a 2 pipe-size tenon  
(2C " O.D. x  4K " min. 
length).

Round Square

Terminal Block located inside the fixture electrical 
compartment. (For Large WARP9 LED only.)

Special Option for
Street Lighting:

Cat. No.:   TB    
    

Lexan is a registered trademark owned by GE Advanced Materials
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Specifications
HOUSING: One-piece die-cast, low copper alloy (<0.6% Cu) aluminum with 
integral cooling ribs over the electrical compartment.   Solid barrier wall 	
separates optical and electrical compartments. A single die-cast aluminum 	
cam-latch provides positive locking and sealing of the optical chamber.  		
A one-piece extruded and vulcanized silicone gasket seals the housing 	
against the lens surface.

ELECTRONIC DRIVER MODULE: One-piece die-cast, low copper alloy 	
(<0.6% Cu) aluminum with integral cooling ribs over exposed bottom surface. 
Integral hinges and slide latch with stainless steel hardware provides no-tool 
mounting and removal from housing.  All electronic components are UL and 
CSA recognized and mounted directly to the driver tray for maximum 		
heat dissipation.

LENS: Clear F" thick tempered glass lens retained by a stainless steel piano 
hinge and a single die-cast aluminum cam-latch. The edges are camouflaged to 
conceal the outer portion of the housing.

OPTICAL MODULE: Precision injection molded, high specular 
reflectors are positioned to achieve directional control toward 
desired task. Secondary high specular reflector 95% Miro4 panels 
surround the module to redirect light downward. No fasteners are 
placed on the reflective surface. The entire assembly fastens to the 
housing as a one-piece module and features wiring quick-connects 
for easy upgrading.

SUPPORT ARM: Heavy cast, low copper alloy aluminum with 	
stainless steel mounting bolts.  A pole reinforcing plate is provided 
with wire strain relief.  Arm is circular cut for specified round pole.

FINISH: Super TGIC thermoset polyester powder coat paint, 2.5 mil 
nominal thickness, applied over a titanated zirconium conversion 
coating; 2500 hour salt spray test endurance rating. Standard colors 
are Black, Dark Bronze, Stealth Gray™, Platinum Silver, or White. 
Custom colors are available.

CAUTION: Fixtures must be grounded in accordance with national, 
state and/or local electrical codes. Failure to do so may result in 	
serious personal injury.

Listings and Ratings
  UL cUL 1598      CE        IP66        25°C Ambient

Kim Lighting reserves the right to 
change specifications without notice.

WP9SE
Small LED
60 LEDs
EPA: .52
Maximum Weight:
17 lbs.
Maximum System 
Watts = 88 W

WP9LE
Large LED
120 LEDs
EPA: .95
Maximum Weight:
35 lbs.
Maximum System 
Watts = 175 W

Small Specs				     Large Specs



GEM1 Performance Bollard
Aluminum Shaft

revision 4/210/08 • gem1.pdf

Approvals:

Specifications Top Cap: Die-cast, low copper (<0.6% Cu) aluminum secured to rib
body by captive stainless steel allen cap screws. For lamp access,
allen screws shall not require complete removal.
Supports: Die-cast, low copper (<0.6% Cu) aluminum supports
secured in place as a complete cage assembly. The top section
provides a cutoff lamp compartment. The supports are secured to the
shaft by four stainless steel tie rods.
Refractor: Thermally tempered soda lime glass sealed with silicone
gaskets top and bottom.
Socket: Porcelain medium base socket rated 4KV for HID Plastic
socket for Fluorescent.
Shaft: One-piece aluminum extrusion, .125" minimum wall
thickness with a heavy cast aluminum anchor base concealed within
the shaft. Hex socket stainless steel set screws shall lock the shaft onto
the cast frangible anchor base. 
Ballast: Factory mounted to rigid harness attached to the anchor
base. Wiring shall be supplied from the socket for field connection to
the prewired ballast components. HID: High power factor with
starting temperatures of -20°F. for PMH and -40°F. for HPS lamp
modes. 26W, 32W Fluorescent: High power factor with starting
temperature of 0°F. 
LED Optical System: A total of 9 LED emitters configured in a
rectangular array comprised together as a module. Two (2) modules for
30W version; three (3) modules for 45W version; and four (4) modules
for 60W version. Available in “Halogen White” (approx. 3500K).
Emitters are directly attached to the electronic driver.

LED Driver: Constant current electronic driver. Rated for 30, 45, or
60 watts. Available in 120V or 277V input. 0°F. starting temperature.
All drivers are Underwriters Laboratories recognized. 
Anchor Bolts: Four C" x 10" + 2" zinc plated J-bolts, each with two
nuts, washers and a rigid pressed board template.
Finish: Super TGIC thermoset polyester powder coat paint, 
2.5 mil nominal thickness, applied over a titanated zirconium
conversion coating; 2500 hour salt spray test endurance rating.
Standard colors are Black, Dark Bronze, Light Gray, Stealth Gray®,
Platinum Silver, or White. Custom colors are available.

CAUTION: Fixtures must be grounded in accordance with national,
state and/or local electrical codes. Failure to do so may result in
serious personal injury.

Date:
Page: 1 of 2

Type:
Job:
Catalog number:

© 2008 KIM LIGHTING INC. • P.O. BOX 60080, CITY OF INDUSTRY, CA 91716-0080 • TEL: 626/968-5666 • FAX: 626/369-2695 5612108112

GEM1 /  / /
Fixture Electrical Module Top Cap Finish Optional Houseside Shield

(Includes top cap and shaft)

See page 2

9K"
(241.3 mm)

9K" DIA.
(241.3 mm)

42K"*
(1079.5 mm)

1K"
ANCHOR BOLT
PROJECTION

(38.1 mm)

37K"
LIGHT

CENTER
HEIGHT

(952.5 mm)

5"
(127.0 mm)

8" DIA.
(203.2 mm)

GEM™ Models
70 to 100 watt HID
Medium Base Lamps
32 watt Compact Fluorescent
30 to 60 watt LED

GEM1
Maximum weight: 28 lb

8" DIA.
(203.2 mm)

5" BOLT CIRCLE DIA.
(127.0 mm)

3L"
CONDUIT
OPENING
(95.3 mm)

BASE PLAN
GEM 

ALUMINUM SHAFT

*30" OR 36" OVERALL HEIGHT
AVAILABLE - CONTACT 
KIM REPRESENTATIVE

(27K" ABSOLUTE MINIMUM)

Hubbell 
Lighting, Inc.

1Dark Sky Legislation Compliant
KIM LIGHTING RESERVES THE RIGHT TO CHANGE SPECIFICATIONS WITHOUT NOTICE.

Listings and Ratings

UL cUL 1598 IP46 Rated CE 25C Ambient
CO = Cut Off1



Compact Fluorescent LED

� 30LED120 � 45LED120 � 60LED120
� 32PL1 � 30LED277 � 45LED277 � 60LED277

Lamp Compact Fluor. LED LED LED
Socket GX24q-3 N/A N/A N/A

Fixture

Electrical Module
PMH = Pulse Start

Metal Halide
HPS = High Pressure 

Sodium
PL = Compact Fluorescent

LED = Light Emitting Diodes

Finish
Super TGIC thermoset
polyester powder coat paint
over a titanated zirconium
conversion coating on
fixture and shaft.

Cat. No.  GEM1 Fixture with Aluminum Shaft

2Custom colors subject to additional charges, minimum quantities and extended lead times.
Consult representative. Custom color description:

GEM1 Performance Bollard
Aluminum Shaft

revision 4/210/08 • gem1.pdf

Page: 2 of 2
Type:

Job:

Standard and Optional Features
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90° houseside shield. 
.032" thick aluminum, painted to match fixture.

Houseside Shield
Cat. No. � HS

� No Option

Pulse Start Metal Halide High Pressure Sodium

� 70PMH120 � 100PMH120 � 70HPS120 � 100HPS120
� 70PMH208 � 100PMH208 � 70HPS208 � 100HPS208
� 70PMH240 � 100PMH240 � 70HPS240 � 100HPS240
� 70PMH277 � 100PMH277 � 70HPS277 � 100HPS277
� 70PMH347 � 100PMH347 � 70HPS347 � 100HPS347

Lamp E-17, Clear E-17, Clear ED-17, Clear ED-17, Clear

Socket Medium Base Medium Base Medium Base Medium Base

ANSI Ballast M-98 M-90 S-62 S-54
Type

132PL operates one 26, or 32 watt lamp at 120 thru 277 volts (50-60 Hz).
NOTE: Clear lamps are recommended.

Cat. Nos. for Electrical Modules available:

NOTE: For lamp/ballast
information outside of the
U.S.A. and Canada, please
consult your local Kim
representative.

Lamp Lamp Line
Watts Type Volts

70 PMH 277

Aluminum Riser (Shaft)
Aluminum Riser shaft is finished to match fixture with super TGIC thermoset polyester powder
coat paint over a titanated zirconium conversion coating.

+
+

+

IES Type 3

+
+

+
+

IES Type 5

+ +

IES Type 1

Top Cap

Color: Black Dark Bronze Light Gray Stealth Gray® Platinum Silver White Custom Colors2

Cat. No.: � BL � DB � LG � SG � PS � WH � CC



LED Round Wall Forms®

Supplement:
15W or 30W LED Wall Mounted Luminaires

(select models)



15W or 30W

LED Round Wall Forms®

Confi guration Surface Mount Recessed Hollow
Mount

Recessed Concrete
Mount

 Open face design with internal lens prisms provides 
maximum visual impact with an additional subtle lens 
effect. Internal prisms and etching maintain a smooth 
exterior surface for ease of cleaning.

 Open face design with etched surface provides 
soft visual appearance, while optimizing light 
output. Internal etching maintains a smooth 
exterior surface for ease of cleaning

 Hooded design provides a unique appearance, 
available with smooth or prismatic lens. Hood reduces 
fi xture presence and protects lens from damage.

Prismatic Lens

Smooth Lens

Hooded Lens

Optical Feature Matrix

Design Features

10K"

8D"

10E"

5B"

10E"

5B"

3L"3L"7J"

Smooth or internally
prismed etched glass lens

Recessed fl at etched glass lens, 
smooth recessed lower panelADA COMPLIANTADA COMPLIANT

Uplight & Downlight

Smooth or internally
prismed etched glass lens

Flat etched glass lens, 
textured lower panel

Downlight with an 
exposed lens or Uplight 

in protected areas

Downlight with a fl at lens or 
Uplight in protected areas

Downlight with a fl at lens or 
Uplight in protected areas

Building Facade Perimeter Walk &
Eave Lighting

Perimeter Walkway Eave Lighting

Perimeter Walkway Eave/Entry 
Lighting

Perimeter Walkway Eave/Entry 
Lighting

WF20Full Face

WF21Half Face

WF22Cutoff Face

WF23
Shallow

Cutoff Face

WF30C

WF31C

WF32C

WF33C

WF30H

WF31H

WF32H

WF33H



 Highly effi cient with cutoff optics, reduces 
unwanted glare, while maintaining fi xture presence. 
Ribbed back panel produces a textured relief. 

 Open face design with internal lens prisms 
provides maximum visual impact with an 
additional subtle lens effect. Internal prisms 
and etching maintain a smooth exterior 
surface for ease of cleaning.

Flat Clear Lens

ADA Recessed Lens

Ordering Information
Ordering Example: 

Fixture
Catalog No. designates WF fi xture.
To prevent water damage, inverted
fi xtures must be protected from
direct water spray or rain by a
canopy or overhang.

Lens
Required for Full Face 
and Half Face only.

Electrical Module
Light Emitting Diode

Finish
Super TGIC powder coat 
paint over titanated zirconium
conversion coating.

Color: Black   Dark Bronze   Light Gray   Stealth Gray®   Platinum Silver   White 
Cat. No.:    BL             DB                   LG    SG              PS   WH

CC For custom color, consult your Kim Lighting representative.

15LED120 • 15LED277
30LED120 • 30LED277

Single fusing for 120V and 277VOptional Single Fusing

1

2

3

4

5

WF30C / P / 30LED120 / PS / SF
1 2 3 4 5

WF20Surface Mounted Cat. No. :
WF30CRecessed Concrete Cat. No. :

Recessed Hollow Wall Cat. No. : WF30H

Full Face

Cat no.: P Cat no.: P

n/a
Flat Tempered 

Glass Only

n/a
Flat Tempered 

Glass OnlyCat no.: S Cat no.: S

Smooth Smooth

Prismed Prismed

WF21
WF31C
WF31H

Half Face

WF22
WF32C
WF32H

Cutoff Face

WF23
WF33C
WF33H

Shallow
Cutoff Face

LED Round Wall Forms®
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Luminaire Specifications

Photometrics

 Housing: Surface Mount: Die-cast, low copper 
(<.6% Cu) aluminum alloy with double side walls. 
Zinc plated steel mounting plate supplied for 
mounting to standard 3" or 4" junction box.
Recessed Concrete: Die-cast, low copper (<.6% 
Cu) aluminum alloy with clear anodize under 
powder coat fi nish to match louver and face 
plate. Integral junction box (21 cubic inch volume) 
with four L" NPT conduit taps. Presswood niche 
cover provided as temporary protection 
against moisture.
Recessed Hollow Wall: Die-cast, low copper 
(<.6% Cu) aluminum alloy with clear anodize 
under powder coat fi nish to match louver and 
face plate. Integral junction box (21 cubic inch 
volume) with four L" NPT conduit taps. 
Presswood niche cover provided as temporary 
protection against moisture.  Supplied with 
adjustable stud mount brackets plus insulation 
detector in place of one side conduit tap. Quick 
disconnect plug supplied for electrical module.
Face Plate: Die-cast, low copper (<.6% Cu) 
aluminum alloy with vertical and horizontal 
double ribs covering the full hemisphere. Ribs are 
minimum D" depth and F" thickness. Secures 
to housing with four stainless steel captive socket 
head screws.
Half Face: Solid upper half.
Cutoff Face: Solid upper half and solid lower half 
with vertical light baffl es.
Shallow Cutoff Face: Solid upper half protruding 
3L" from housing and concave lower half.
Lens: Molded and heat treated glass, F" 
minimum thickness with internal sandblast. 
Retained in faceplate and sealed with a 
one-piece silicone gasket.

Surface 
Mount:

Recessed 
Mount:

Full and Half Face: Choice of smooth (S) or 
internal prisms (P).
Cutoff and Shallow Cutoff Face: Flat 
tempered glass only.
LED Driver:  1or 2 constant current electronic 
driver(s). Rated for 15 watts each: 15W=900lm, 
30W=1800lm.  Available in 120V or 277V input. 
-40ºF. starting temperature.  All drivers are 
Underwriters Laboratories recognized.
Finish: Super TGIC thermoset polyester powder 
coat paint, 2.5 mil nominal thickness, applied over 
a titanated zirconium conversion coating; 2500 
hour salt spray test endurance rating. Standard 
colors are Black, Dark Bronze, Light Gray, Stealth 
Gray®, Platinum Silver, or White. Custom colors 
are available, consult representative.
Pour Items: Recessed housings, devoid of all 
electrical components. Protective presswood 
niche covers are supplied to temporarily seal 
the open housings until the electrical modules 
and face plates are ready to install. Quick 
disconnect plugs supplied for electrical modules. 
For recessed hollow wall confi gurations, insulation 
detectors supplied in place of one conduit tap for 
insulation is permitted above the housing 
or within 3" of sides and bottom. 
Detectors will cut power if fi xtures 
overheat due to insulation.
Finishing Items: Electrical modules and face 
plates. Each set of fi nishing items shall be in 
one container, clearly marked with the 
fi xture catalog number.
Caution: Fixtures must be grounded in 
accordance with national, state, and/or local 
electrical codes. Failure to do so may result 
in serious personal injury.

WF20 WF30C
WF30H

WF21 WF31C
WF31H

WF22

WF23

WF32C
WF32H

WF33C
WF33H

10K" 10E"
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JUNCTION BOX
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5"

ADA COMPLIANT
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L" NPT Conduit Taps:
“C” - Concrete Wall Model

2 in sides, 2 in bottom
“H” - Hollow Wall Models

2 in bottom Only

BACK

RECESSED
HOUSING
REAR VIEW

7J"

Full Face

Half Face

Cutoff Face

Shallow
Cutoff Face
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WF20: Full Face - 30W LED WF22: Cutoff Face - 30W LED
Initial Footcandles at Listed Mounting Height Initial Footcandles at Listed Mounting Height

1800 lumens1800 lumens
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 Proposed Olney Library Concept Floor Plan 
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